Autowjire 


1. This kit is designed to work with our 510683 and 510689 
Firebird Classic Update Kits. It is NOT intended to be used by 
itself or with any other aftermarket electrical system. 


2. This kit requires that you use the factory door harnesses. 
American Autowire does offer factory door harnesses for most 
applications, most require that you send in your original door 
boot for reuse. 
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Power lock harness installation instructions: 92971865 
1977 


Remove 30 amp fuse 
from BAT 2 location in 


Use the accessory connector supplied 
with your Classic Update Kit. Plug 


TOA into cavity indicated in red for 

fusebox and replace ae = battery power. 

with supplied circuit 

breaker. = 15A Pr., 
mrina maretel 1 I ar 
am a= 
L 
power accessory 
accy connector 
Trim the last portion 
of the circuit breaker 
leg off. 
To passenger side 
B 
factory door lock 
5 D , F harness. 
a EE 
[ > m EEL g 
CE Ms 
To driver side N 
factory door lock 


harness. 
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Power window harness installation instructions: 92971865 


1977-80 


Use the accessory connector supplied 
with your Classic Update Kit. Plug 
into cavity indicated in orange for To good chassis ground 
battery power, and pink for ignition 
trigger. 


10A 
Baek uve L 
Remove 20 amp fuse 15A 


| from BAT 1 location in MIANO BREIL 


fusebox and replace 
with supplied circuit “" BATE : 
breaker. 10A 10A = 
power accessory L 
accy connector 


Trim the last portion 


of the circuit breaker 
leg off. 


{ 
U OU 


To passenger side 
factory window 
harness. 


To driver side 
factory window 
harness. 


To window 
switch. 
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Power lock harness installation instructions: 
1978-80 


Remove 30 amp fuse 
from BAT 2 location in 


Use the accessory connector supplied 
with your Classic Update Kit. Plug 


T into cavity indicated in red for 
fusebox and replace e = battery power. 
with supplied circuit 
breaker. - nn Eo, 10 
meran ee be: 1 I ran 
EB: > «m, B 
“EE Baa cavae A MEN 
10A 10A 


power accessory 

10A connector 
= : FE 

"ESA 


Trim the last portion 
of the circuit breaker 
leg off. 


Bi . 


BEE 
To driver side 
factory door lock 
harness. B 
N 
PEE > 
pai w 
= O 
N 
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To passenger side 
factory door lock 
harness. 


